Wiring diagram
K3, K5 - Constant drives

K3 -3x400 V, 50 Hz, Y-connected
K5 - 3x400 V, 60 Hz, Y-connected

Asynchronous drives

Rotation direction for asynchronous motors

down W=3 up Ww=3
' v=1 . V=2
Uu=2 u=1
For below wiring diagrams,
the rotation direction is downwards.

K3, K5 - star circuit Y

Cable with option CL3 / CL6 only
L

3x400V r

Asynchronous Motor * yellow cable

Thermal contact wires available in
motor terminal box

|> CAN be connected on-site

K3: N56/63/71/80-3
K5: N56/63/71/80-3-60
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Induction drive

K3 -3x400V, 50 Hz
K5 - 3x400V, 60 Hz

Rotation direction for inductive motors
down W=3 up Ww=3
' V=2 . V=1
Uu=1 Uu=2
For below wiring diagrams,
the rotation direction is downwards.

K3, K5

3x400V

Cable with option CL3 / CL6 only
|

Induction Motor f

Built-in thermal protection
(no thermal contact wires)

black wire wW/L3

brown wire v/L2

grey wire u/L1
L1

green yellow wire

"=

SPG40-3K

4219808-en-01

Contact

Headquarters
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Tel. +423 399 24 00
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Rm.1408 Guangming Hotel
Liangmagiao Road Chaoyang District
100125 Beijing

P.R. China

Tel: +86 10 646 36 878

Fax: +86 10 646 42 270
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