
Asynchronous drives� 3 × 230 V, Δ-connected, pulley for 50 Hz

U = 1

Rota�on direc�on for asynchronous motors

V = 1
W = 3down up W = 3

V = 2
U = 2

For below wiring diagrams,
the rotation direction is downwards.

Cable with option CL3 / CL6 onlyV0 - Delta circuit
Shielding has to be connected to the

controller casing (cable gland)

3x230V

U1 V1 W1 W / L3black wire 3

black wire 1 V / L2

W2 U2 V2 TC

TC*

*

N56/63/71/80-3

TC

TC

green yellow wire

black wire 2 U / L1

black wire 4

black wire 5 MUST be connected on-site

If the cable is provided by the customer: Connect
the shielding to the motor casing (cable gland).
Otherwise, the connec�on is factory-provided
already.

Asynchronous Motor * yellow cable

Cable with option CL3 / CL6 onlyV0 - Delta circuit
Shielding has to be connected to the

controller casing (cable gland)

3x230V

U1 V1 W1 W / L3black wire 3

black wire 1 V / L2

W2 U2 V2 TC

TC*

*

N56/63/71/80-3

TC

TC

green yellow wire

black wire 2 U / L1

black wire 4

black wire 5 MUST be connected on-site

If the cable is provided by the customer: Connect
the shielding to the motor casing (cable gland).
Otherwise, the connec�on is factory-provided
already.

Asynchronous Motor * yellow cable

Induction drive� 3 × 220 V, pulley for 50 Hz

For below wiring diagrams,
the rotation direction is downwards.

Rota�on direc�on for induc�ve motors

W = 3
V = 2 V = 1
U = 1 U = 2

down W = 3 up

MUST be connected on-site

black wire 1 V / L2

black wire 2 U / L1

green yellow wire

SPG40-3V
If the cable is provided by the customer: Connect
the shielding to the motor PE terminal.
Otherwise, the connec�on is factory-provided
already.

TC black wire 5 TC

black wire 3 W / L3

V0
3x220V

TC black wire 4

Cable with option CL3 / CL6 only

Induc�on Motor * yellow cable

*

*

TC

Connect the shielding to the controller
casing (cable gland).
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Wiring diagram 
V0 – Variable drive for external controller
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