
Stepper drives

For below wiring diagrams,
the rotation direction is downwards.

Rota�on direc�on for stepper motors

down W = 3 up W = 3
V = 1 V = 2
U = 2 U = 1

Stepper Motor

Φ PE

DRHX 1055/1220

Stepper motor
3-phase

Φ Vblue wire W / L3 Φ Wgreen yellow wire

MRHX-02N/04N/08N

1 x 230V
Φ PE

brown wire U / L1 Φ Ublack wire V / L2

Φ L
Φ N

Φ 13 GND
Digital input 1Φ 14 DI1

Φ 11 GND
Digital input 2Φ 12 DI2

Φ 9 RL_C Digital relay out
Φ 10 RL_NO

Rota�on monitor
Φ 7 DI3
Φ 8 RL_NC

Φ 6 +12V

ModbusΦ 4 B
blue Φ

V7 (MRHX-02N/04N/08N) Controller

Φ 1 GND
Input signal 0-10VΦ 2 0-10V

5 GND
brown

Φ 3 A

3-wired

Jumper, if op�onal
rota�on sensor is connected

No cable shielding

Rota�on sensor (op�onal)

black

M

Φ PE

DRHX 1790

Stepper motor
3-phase

Φ Vblue wire W / L3 Φ Wgreen yellow wire

1 x 230V
Φ PE

brown wire U / L1 Φ Ublack wire

Φ L
Φ N

Φ 12 Therm.
Φ 11 GND

Φ 14 Dig. in 3
Φ 13 0-10V in

Φ 16 0-10V out
Φ 15 Dig. in 4

Φ 21 C Dig. out 1Rota�on sensor (op�onal) Φ 20 NC
blue Φ 19 GND
brown Φ 18 +24V out
black Φ 17 +10V out

Dig. out 2
Φ 23 NC
Φ 22 NO

Φ 25 NO
Φ 24 C

Φ Dig. out 1
Φ GND

Φ Dig. in 2 Control signals
Φ Dig. in 1

Φ 0-10V in
Φ GND

Modbus
Φ GND
Φ +10V in

Φ A
Φ B

V7 (MRHX-14N) Controller

MRHX-14N
No cable shielding

3-wired

Jumper, if op�onal
rota�on sensor is connected

V / L2

Stepper Motor

M
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China
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Wiring diagram 
V7 – DRHX
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