
Stepper drives

For below wiring diagrams,
the rotation direction is downwards.

Rota�on direc�on for stepper motors

down W = 3 up W = 3
V = 1 V = 2
U = 2 U = 1

 

Modbus
Φ Com C

VariMax 25/50/100

Φ 3 W
green yellow wire

Φ D+ A
Φ D- B

Thermal contact
black wire 5 TC Φ 5 T

Φ
black wire 1 U / L1

Φ 1 U
black wire 2 V / L2

Φ 2 V
Stepper motor
3-phase

Controller

Φ A1 Manual speedΦ A2
Φ + 2

Φ 13
Φ 14 Alarm relay
Φ 15

Input signal 0-10VΦ - 3

VariMax 25/50/100

Stepper Motor

Φ L
Φ N 1 x 230V
Φ

Reset

Φ 9 Rota�on monitorΦ

Φ 12
black wire 4 TC Φ 4 T

10
Φ

Shielding is factory-provided,
connected to the motor casing
(cable gland).

With op�on CRLL: Connect the shielding to
the controller casing (cable gland). Otherwise,

the connec�on is factory-provided already.

Rota�on sensor
2-wired

black wire 3 W / L3

V6

11

M
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Wiring diagram 
V6 – Variable drive VariMax
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